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Manufactured by an IS0 8000 Registered Company

Fire Safety: Included in a successful fire test to BS EN1634 Fart 1: 2000,
Assessed for use on 30 min, 1 hour & 2 hour fire doors

CE Marked: Declaration of conformity available on request
Certifire Approved Product: Certificate CF494

Conformity Statement: These products can satisfy the opening force
recommendations of BS8300 and Approved Document “M”™ when fitted 1o

a minimum door width of 825mm and has been 3rd party laboratory tested
accordingly. However, consideration must be given to other installed hardware
and differential air pressures within the building which can affect the overall
performance of the closer.

standard features

+« Power size adjustable 2-5 in accordance with BS EN1154:1987
+ Suitable for doors up to 1250mm wide A100kg weight

« Cam and roller mechanism

+ Universal application

+ Adjustable closing speed and latch action

+ Adjustable arm

+ Supplied with full metal Designer cover

options

+ Backcheck

+ Delayed action

+« Hold open arm {not to be used on fire doors)

cover finishes
« Silver, Gold, Polished Brass, Polished & Satin Stainless Steal/Chrome, RAL
Colour

arm finishes
+ Black, Silver, Polishaed Brass, Polished & Satin Stainless Steel/Chrome

guarantee
+ Supported by a 10 Year Guarantee

DOOR CONTROLS



